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W03

W03 – 230mm Clay Solid Brickwork (ROK) Plastered and Painted Both Sides
a. Standard: SANS 227 and SANS 2001 CM1. 
1). Type: 230mm solid common brick wall, in two half brick skins plastered and painted 
both sides. 
2). Supplier: To be agreed. 
3). Brick skins: a).Clay common Plastered bricks. b).Compressive strength: As deemed 
necessary by the Structural Engineer. c).Working size: 222 x 106 x 73mm. d).Bond: Half lap 
stretcher. e). Joints: Raked out to receive plastered finish 
4). Mortar: b).Type: Cement: sand. c).Mix: i. 1:4 cement/ sand, below ground. ii. 1:6 
cement/ sand, above ground.

 5). Accessories: Welded wire bed joint ladder reinforcement, head restraints, starters, and         
lintels, as the shown on the Contract Drawings.

 LEGEND

DW-01

DW02 – 120mm Drywalls 2hr fire rating

1). Type: 120mm 2x12mm gypsum board drywall
2). Fire rating: 2 hour
3). Supplier: Gyproc. or similar approved
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RF-01

Safintra Saflok 700 - 0.53mm thick ColorPlus, colour to be, 
“Raincloud” C.1.S finish with standard backing coat G550 interlocking 
roof sheeting with AZ150 spelter to both sides fixed to Lamdaboard  
packers on 135mm factorylite foil facing upwards on Sisalation fixed over 
steel purlins at internal spans as per engineer’s specifications using 
SAFLOK 700 clips screw fixed to steel purlins secured with Safintra 
approved wafer head fastener, all in accordance with manufacturer’s 
recommendations.

The roof sheeting shall be double-interlocking concealed-fix SAFLOK 700 
profile roll-formed in continuous lengths and cut to length by a pneumatic 
cut-off process from certified ZincAL 0.53mm steel. A certificate verifying 
compliance shall be issued by the manufacturer, Safintra Roofing. The 
profile shall be roll formed with 4 ribs and centres not exceeding 233mm 
and a cover width not exceeding 700mm. The male rib is to include spurs to 
ensure a double interlocking action with adjacent sheets. The minimum 
sheet depth will be 41.5mm. Two stiffening ribs are incorporated in each 
pan.

MINERVAL A
HIGH PERFORMANCE ACOUSTIC CEILING TILE Lay-in Grid Ceiling
Size: 600x600x12 mm
Color: White
(refer to client room data document)

CT-06

FF03

FF04

Description: Epoxy Coating 
Format: Sikafloor - 263 SL ZA is a two part, multi purpose binder
based on epoxy resin.
Sikafloor - 66 ZA is a solvent based hardwearing, UV resistant 
ployurathane coating.
Backrolled epoxy coated granolithic skirting 
Paint Colour: TBC
Paint Supplier: SIKA (Colour TBC by Architect)

Description: Raised access floor panels (500-600mm from FFL) 
Format: 600x600x35mm
Colour: Stipple White 
Supplier: KBAC Flooring
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NOTES

REVISIONS

•

•

•

•

The design on this drawing is copyright and remains the property of SVA 
International (Pty) Ltd. Reg. No 2011/137280/07
All work to be carried out in strict accordance with local authority requirements, 
National Building Regulations, and the S.A.B.S.standards.
This drawing may not be scaled. Only figured dimensions and levels may be 
used.
All relevant details, levels, and dimensions must be checked on site before 
commencement of work. Any discrepancies to be reported to the Architects 
office immediately
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 1 : 25
A. Main Building-Strip Section 21

1  1 : 25
A. Main Building-Strip Section 22

2  1 : 25
A. Main Building-Strip Section 23
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 1 : 2
Drywall/wall connection- Bottom

4  1 : 2
Drywall/wall connection- top

5  1 : 5
Drywall penetration
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