
Ceiling Legend to be read in conjunction with Finishes 
Schedule 

Plasterboard Ceiling
Skimmed and Painted  - Refer to Finish specification 
document 

(Bedroom Pods)

CT-05

CT-06

CT-07

CT-01

CT-02

Feature Plasterboard Ceiling 
Concrete Treatment - Refer to Finish specification document

(Reception, Bulkheads in Street, Boardroom, Operations Rooms, & 
Passages) 

Moisture Resistant Plasterboard Ceiling 
Skimmed & Painted - Refer to Finish specification 
document

(Kitchen, & Showers)

CT-04

Exposed Roof Insulation & Roof Structure

(Painted - Refer to Finishes Schedule)

CEILING LEGEND

MINERVAL A
HIGH PERFORMANCE ACOUSTIC CEILING TILE Lay-in Grid Ceiling
Size: 600x600x12 mm
Color: White
(refer to client room data document)

CT-03

CT-08

Ecophon Solo Baffle Suspended with wire 
Size: 1800 x 600mm   
     
(Auditorium)

MINERVAL A
HIGH PERFORMANCE ACOUSTIC CEILING TILE Lay-in Grid Ceiling
Size: 1200x600x12 mm
Color: White
Ceiling grid: 24 mm face
(Auditorium, Boardroom, Reception, Passage, Operations Rooms)

CT-09

Feature Moisture Resistant Plasterboard Ceiling 
Concrete Treatment - Refer to Finish specification document

(Ablutions) 

Exposed Polycarbonate Roof Sheeting
SAFRINTA SUNLOCK® (Suntuf 10000) 
Size: 1800 x 600mm   
     
(Internal Street, & Skylights)

CT-10

Nutec Exterior Ceiling
Concrete Treatment - Refer to Finish specification document

(Exterior Soffit by Ablution Windows)

CT-11

Laminated Timber Pergola
Size: 220 x 76mm

(Stained - Refer to Finishes Schedule)
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178 m²
SANSA Equipment Rm

4A

39 m²
Electronic Workshop

6A

39 m²
Power Distribution

7A

92 m²
Equipment Store

8A

111 m²
Tenant Equipment

9A

20 m²
Tenant Storage Room

10A

34 m²
Tenant Control Room

11A

31 m²
Logistics

12A

Not Enclosed
SANSA Operations
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SANSA Operations
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4199mm A.F.F.L.
CT01

101 m²
Auditorium

32A

116 m²
Indoor Rec. Area

2A

27 m²
Kitchen

28A
53 m²

Open Office
26A

23 m²
Female Ablutions

30A
14 m²

Male Ablutions
29A

81 m²
Boardroom

25A

13 m²
Indiv. Office

23A
14 m²

Indiv. Office
24A

13 m²
Indiv. Office

22A

13 m²
indiv. Office

21A

10 m²
Sleep Pod

14A

10 m²
Sleep Pod

15A
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Sleep Pod

16A

10 m²
Sleep Pod

17A

37 m²
Reception

1A
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HEIGHTS OF BAFFLES VARY
Refer to Drawing: A(100)1018

NO CEILING

2536mm A.F.F.L.
CT01

1950mm A.F.F.L.
CT05

For heights of sloped Ablution ceilings.
Refer to Drawing: A(100)1015
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Electrical fixture (soft LED strip 
light) to Electrical Engineers 
Spec

5
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30

Skimmed & Plastered ceiling 
bulkhead with concrete 
treatment finish

CT07

CT01

Electrical fixture (linear hard 
light) to Electrical Engineers 
Spec

CT02

222°
238°

130°

925

160

770

E

Feature Moisture Resistant 
skimmed & plastered bulkhead 

with concrete treatment finish

30
0

895

CT04

30
0

Feature Skimmed & Plastered 
ceiling bulkhead with concrete 
treatment finish

CT07

CT01

20
0

Electrical fixture (hard linear light) 
to Electrical Engineers Spec

125
1251200

CT07

CT06 151°

CT07

CT01

INTERIOR EXTERIOR

Electrical fixture (linear hard 
light) to Electrical Engineers 
Spec

75 150 220 605 360

Bulkhead with concrete
treatment finish 

96°

10
0

23
0

47
0

Steel member to 
Structural  Engineers 
Spec

CT02

CT05

Ecophon Solo Baffle Suspended 
with wire 1800 x 600mm
(heights vary)   

MetaWall drywall with concrete
treatment finish 

4°

Drywall structural framing 
fixed to primary structure 
as per Structural 
engineers specification 
and details 

CT01

DW01

MECHANICAL LEGEND

MECHANICAL LEGEND

FOR TENDER

NOTES

REVISIONS

•

•

•

•

The design on this drawing is copyright and remains the property of SVA 
International (Pty) Ltd. Reg. No 2011/137280/07
All work to be carried out in strict accordance with local authority requirements, 
National Building Regulations, and the S.A.B.S.standards.
This drawing may not be scaled. Only figured dimensions and levels may be 
used.
All relevant details, levels, and dimensions must be checked on site before 
commencement of work. Any discrepancies to be reported to the Architects 
office immediately
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Reflected Ceiling Plans - A.
Main Building
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A. Main Operations Building - Reflected Ceiling Plan

1
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Ceiling Detail - Section  (Passage by Indoor
Recreation_2  1 : 10

Ceiling Detail - Section  (Ablutions Bulkhead_
3
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Ceiling Detail - Section  (Kitchen_

8
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Ceiling Detail - Typical Section (Boadroom &
Offices_5
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Ceiling Detail - Section (Operations Rooms_

6  1 : 10
Ceiling Detail - Section  (Reception_

7
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Ceiling Detail - Section (Ablution Window_

4
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Ceiling Detail - Section (Auditorium_

9  1 : 10

Ceiling Detail - Section  (Ceiling and Sloped
Drywall Joint_10

Rev Date Issued by Description

A 2024-11-04 For Tender
B 2024-11-18 For Tender
C 2024-11-25 For Tender
D 2025-01-30 For Tender


