
DESCRIPTIONNo

1

CIRCUITS

-

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

21

-

22

23

24

-

25

26

27

-

28

-

29

30

31

32

-

33

-

34

-

35

-

36

-

37

38

39

-

-

-

-

-

-

-

-

-

No OFF CONDUCTORS/SIZE 

CIRCUIT NUMBER

EARTH SIZE mm

CIRCUIT LOAD (kVA)

INSTALLATION METHOD

2 -

-
-

-

-

1 2 3 654

-

-

7 8

-

-

----
-

-

-

-

9

-

-

10

-

-

-

-

11 12

-

-

13 14 15 16 17 18 19 20 21 22 23 24

-

-

-

-

-
-

25

-

-

26

-

-

-

-
-

-

-
-

27

-

-

28

-

-

-

-

29

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-
-

-

-

-

-
-

-

-

-

-
-

-

-

-

-
-

-

-

-

-
-

-

-

-

-
-

-

-

-

-
-

-

-

-

-
-

-

-

-

-
-

-

-

-

-
-

-

-

-

-
-

-

-

-

-
-

-

-

-

-
-

-

-

-

-

-

30

-

-

-

-

-

31

-

-

-

-

-

32

-

-

-

-

-

33

-

-

-

-

-

34

-

-

-

-

-

35

-

-

NOTES

L1 - SANSA EQUIPMENT ROOM

2. REFER TO DRAWING
 SMFN-CAI-EE-DR005_00 FOR CABLE
SCHEDULE

1. KEY INTERLOCKED

L2 - SANSA EQUIPMENT ROOM

L3 - SANSA LIGHTS (24HR)

L4 - SANSA OPERATIONS ROOM

L5 - SANSA OPERATIONS ROOM

EP1 - SANSA EQUIPMENT ROOM PLUGS

EP2 - SANSA OPERATIONS PLUGS

EP3 - SANSA OPERATIONS PLUGS

EP4 - SANSA OPERATIONS PLUGS

EP5 - SANSA OPERATIONS PLUGS

EP6 - SANSA OPERATIONS PLUGS

EP7 - SANSA OPERATIONS PLUGS

EP8 - SANSA OPERATIONS PLUGS

EP9 - SANSA OPERATIONS PLUGS

EP10 - SANSA OPERATIONS PLUGS

-

AC1 - SANSA OPERATIONS AC ODU-14

AC2 - SANSA OPERATIONS AC ODU-15

AC4 - SANSA OPERATIONS AC ODU-17

AC5 - SANSA OPERATIONS AC ODU-18

EF1 - SANSA EQUIPMENT RM FA FAN

FA1 - SANSA OPERATIONS FA FAN

EDP1 - ACCESS CONTROL DED. POWER

EDP2 - SANSA DEDICATED POWER

EDP3 - SANSA DEDICATED POWER
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