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MOUNTED NEXT TO WATER PUMP
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32A DP WEATHER PROOF ISOLATOR

MOUNTED NEXT TO EXTRACT FAN

32A DP WEATHER PROOF ISOLATOR
MOUNTED NEXT TO FRESH AIR FAN
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2x COMBO SOCKETS AT 1200mm AFFL
1x 32A 2P-E INDUSTRIAL SOCKET

2x COMBO SOCKETS AT 1200mm AFFL 2x COMBO SOCKETS AT 1200mm AFFL
1x 32A 2P-E INDUSTRIAL SOCKET 1x 32A 2P-E INDUSTRIAL SOCKET

2x COMBO SOCKETS AT 1200mm AFFL
1x 32A 2P-E INDUSTRIAL SOCKET
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32A DP WEATHER PROOF ISOLATOR
MOUNTED NEXT TO AC OUTDOOR UNIT

POWERSKIRTING

32A DP ISOLATOR
AT 2200mm AFFL
WITH CONNECTION POINT
AT 1200mm AFFL
FOR HYDRO BOIL

AT FLOOR LEVEL

32A DP WEATHER PROOF ISOLATOR
MOUNTED NEXT TO AC OUTDOOR UNIT

32A DP WEATHER PROOF ISOLATOR

MOUNTED NEXT TO AC OUTDOOR UNIT ‘\
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AT FLOOR LEVEL
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2x COMBO SOCKETS AT 1200mm AFFL
1x 32A 2P-E INDUSTRIAL SOCKET

‘ BATTERY CHARGING UNIT FOR RMU RELAYS }7

Garage/ Equipment/ Material/ Power Control/
Mechanical Workshop

32A DP ISOLATOR FOR
GATE/ROLLER SHUTTER DOOR
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2x COMBO SOCKETS AT 1200mm AFFL
1x 32A 2P-E INDUSTRIAL SOCKET
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32A DP IP66 ISOLATOR
FOR ZENER BARRIER

Flammable Material

Used oil Area

generator area

32A DP IP66 32A DP IP66 32A DP IP66 32A DP IP66
ISOLATOR FOR ISOLATOR FOR ISOLATOR FOR ISOLATOR FOR
DIESEL FILTERING SYSTEM 1 DIESEL FILTERING SYSTEM 2 DIESEL FILTERING SYSTEM 3 DIESEL FILTERING SYSTEM 4
diesel storage
32A DP IP66 ISOLATOR
FOR DIESEL PUMP
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GENERATOR 1 N GENERATOR 2
AUXILIARY SUPPLY AUXILIARY SUPPLY

Generator Building Lighting Layout

E1

E1

L1

SDB-2

E1

1:150

Transformer Rm

E1

[l

@

HV

3x FLOOD LIGHTS
MOUNTED TO 3.5m POLE

Used oil Area

WEATHERPROOF
LIGHT SWITCH AT 1200mm

WEATHERPROOF
LIGHT SWITCH AT 1200mm

generator area

diesel storage

3x FLOOD LIGHTS
MOUNTED TO 3.5m POLE
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WORKSTATION 1 ON POWERSKIRTING WITH:
2x DEDICATED SSO(UPS)

1x SANS164-2 NEW RSA 3-PIN

1x DATA

WORKSTATION 1 ON POWERSKIRTING WITH:
1x DEDICATED SSO

1x 16A 3-PIN SSO(NORMAL)

1x SANS164-2 NEW RSA 3-PIN

1x DATA

FLOOR BOX 1 WITH:

2x DEDICATED SSO(UPS)

1x SANS164-2 NEW RSA 3-PIN
1x DATA

FLOOR BOX 2 WITH:

1x DEDICATED SSO(UPS)

1x SANS164-2 NEW RSA 3-PIN
1x DATA

TV POINT A:

1x DEDICATED SSO
1x BLANK 4X4 BOX
1x DATA

1x 16A 3-PIN SSO(NORMAL)
1x SANS164-2 NEW RSA 3-PIN
MOUNTED ON POWERSKIRTING

COMBO SOCKET

1x 16A 3-PIN

1x SANS164-2 NEW RSA 3-PIN
2x USB OUTLETS

REFER TO PLAN FOR HEIGHTS

NEW SANS 164-1 PLUGS INCLUSIVE OF

3-PIN PLUG (SANS 164-1)
REFER TO PLAN FOR HEIGHTS

WEATHER PROOF SWITCHED SOCKET
REFER TO PLAN FOR HEIGHTS

DOUBLE DEDICATED SOCKET
REFER TO PLAN FOR HEIGHTS

DATA POINT
REFER TO PLAN FOR HEIGHTS

DOUBLE POLE ISOLATOR
REFER TO PLAN FOR HEIGHTS

TRIPLE POLE ISOLATOR
REFER TO PLAN FOR HEIGHTS

4x4 BOX FOR AC CONTROLLER
AT 1200mm AFFL

5-PIN WELDING SOCKET
MALE CONNECTION TO BE INCLUDED
REFER TO PLAN FOR HEIGHTS

TWO-TIER POWER SKIRTING
REFER TO PLAN FOR HEIGHTS

20mm CONDUIT FOR POWER
25mm CONDUIT FOR POWER/DATA

32mm CONDUIT FOR HDMI/AV
DISTRIBUTION BOARD

) LIGHT FITTING TYPE A

LIGHT FITTING TYPE AE

E A VAPOR PROOF FITTING 40W, 4000K

~— WITH BATTERY BACK-UP
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LIGHT FITTING TYPE AEX

EX] VAPOR PROOF FITTING 38W,

ZONE 1 EX, 1200mm 4000K,

INTRINSICALLY SAFE FITTING

LIGHT FITTING TYPE B1

600X600 LED FITTING

B1 36W PRISM BACKLIT 4000K

LIGHT FITTING TYPE B1E

o

1

600X600 LED FITTING
36W PRISM BACKLIT 4000K
WITH BATTERY BACK-UP

LIGHT FITTING TYPE C1

@ GU10 LED DOWNLIGHT 5W, 3000K

LIGHT FITTING TYPE C1E

WITH BATTERY BACK-UP

@ GU10 LED DOWNLIGHT 5W, 3000K

LIGHT FITTING TYPE C2

@ GU10 LED DOWNLIGHT 5W, 4000K

LIGHT FITTING TYPE C2E

@ GU10 LED DOWNLIGHT 5W, 4000K

WITH BATTERY BACK-UP

E-l LIGHT FITTING TYPE E1

FOOT LIGHT 15W, 4000K

LIGHT FITTING TYPE E2

LIGHT FITTING TYPE E3
13W LED BULKHEAD, 4000K

1
E2
1
E3
1
@ LIGHT FITTING TYPE T1
@
@®

LED1
LED2
OCCUPANCY SENSOR

GU10 LED TRACK SPOT LIGHT 5W, 3000K

LIGHT FITTING TYPE T2

GU10 LED TRACK SPOT LIGHT 5W, 4000K

LIGHT FITTING TYPE TE

EMERGENCY TRACK SPOT LIGHT 5W, 4000K

BLACK TRACK FOR TRACK SPOTS
LED STRIP LIGHT, 3000K

LED STRIP LIGHT, 4000K

1,2 & 3 LEVER LIGHT SWITCHES:

* * 2 - INDICATES TWO WAY
D - INDICATES DIMMER MODULE

WP - INDICATES WEATHER PROOF

VAPOR PROOF FITTING 40W, 4000K

100W FLOOD LIGHT, 4000K, RLS360
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