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WP

LIGHT FITTING TYPE A
VAPOR PROOF FITTING 40W, 4000K

LIGHT FITTING TYPE AE
VAPOR PROOF FITTING 40W, 4000K
WITH BATTERY BACK-UP

LIGHT FITTING TYPE B1
600X600 LED FITTING
36W PRISM BACKLIT 4000K

LIGHT FITTING TYPE C1
GU10 LED DOWNLIGHT 5W, 3000K

LIGHT FITTING TYPE C1E
GU10 LED DOWNLIGHT 5W, 3000K
WITH BATTERY BACK-UP

LIGHT FITTING TYPE C3
DIFFUSED LED DOWNLIGHT 18W, 3000K

LIGHT FITTING TYPE C3E
DIFFUSED LED DOWNLIGHT 18W, 3000K
WITH BATTERY BACK-UP

LIGHT FITTING TYPE E1
FOOT LIGHT 15W, 4000K

LIGHT FITTING TYPE E2
100W FLOOD LIGHT, 4000K, RLS360

B1E

A

AE

E2

B1

C1

C1E

C3

C3E

E1

LIGHT FITTING TYPE B1E
600X600 LED FITTING
36W PRISM BACKLIT 4000K
WITH BATTERY BACK-UP

LIGHT FITTING TYPE AEX
VAPOR PROOF FITTING 38W,
ZONE 1 EX, 1200mm 4000K,
INTRINSICALLY SAFE FITTING

AEX

LIGHT FITTING TYPE F1
BOLLARD LIGHT, 3000KF1

LIGHT FITTING TYPE F1E
BOLLARD LIGHT, 3000K
WITH BATTERY BACK-UP

F1E

LIGHT FITTING TYPE C2E
GU10 LED DOWNLIGHT 5W, 4000K
WITH BATTERY BACK-UP

C2E

LIGHT FITTING TYPE C2
GU10 LED DOWNLIGHT 5W, 4000KC2

LIGHT FITTING TYPE F2
BOLLARD LIGHT, 4000KF2

LIGHT FITTING TYPE F2E
BOLLARD LIGHT, 4000K
WITH BATTERY BACK-UP

F2E

LIGHT FITTING TYPE C4E
DIFFUSED LED DOWNLIGHT 18W, 4000K
WITH BATTERY BACK-UP

C4E

LIGHT FITTING TYPE C4
DIFFUSED LED DOWNLIGHT 18W, 4000KC4

LIGHT FITTING TYPE D2
LED LINEAR FITTING, 4000K

LIGHT FITTING TYPE D2E
LED LINEAR FITTING, 4000K
WITH BATTERY BACK-UP

D2

D2E

LIGHT FITTING TYPE D1
LED LINEAR FITTING, 3000K

LIGHT FITTING TYPE D1E
LED LINEAR FITTING, 3000K
WITH BATTERY BACK-UP

D1

D1E

LIGHT FITTING TYPE T1
GU10 LED TRACK SPOT LIGHT 5W, 3000K

LIGHT FITTING TYPE T2
GU10 LED TRACK SPOT LIGHT 5W, 4000K

T1

LIGHT FITTING TYPE TE
EMERGENCY TRACK SPOT LIGHT 5W, 4000KTE

T2

BLACK TRACK FOR TRACK SPOTSTRACK

LED STRIP LIGHT, 3000KLED1

LED STRIP LIGHT, 4000KLED2

OCCUPANCY SENSOR

1, 2 & 3 LEVER LIGHT SWITCHES:
* 2 - INDICATES TWO WAY
  D - INDICATES DIMMER MODULE
  WP - INDICATES WEATHER PROOF

OC

* * *

LIGHT FITTING TYPE E3
13W LED BULKHEAD, 4000KE3
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SWITCH BANK:
1. HIGH LEVEL LIGHTS(DIMMABLE).
2. STAGE HIGH LEVEL LIGHTS.
3. SIDE LIGHTS(LED STRIPS).
4. TRACK ABOVE AV TABLE(BACK).

SWITCH BANK:
1. LINEAR ABOVE TABLE(DIMMABLE).
2. DOWNLIGHTS(DIMMABLE).
3. LED STRIP LIGHTS(DIMMABLE). SWITCH BANK:

1. LINEAR ABOVE TABLE(DIMMABLE).
2. DOWNLIGHTS(DIMMABLE).
3. LED STRIP LIGHTS(DIMMABLE).
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DB-SER

LP

HANGING PENDANT IN 
SKY LIGHT FITTING TBC

LP

HANGING PENDANT IN 
SKY LIGHT FITTING TBC
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